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IPomiar - Admin Guide

Tutaj powstanie User Guide opisujący wszystkie funkcjonalność systemu ...

Subscription Device Types
Free
Premium

Types of device users
Administrator (Owner of device)
Reader (Viewer of device)
Supervisor (Device visible on Supervisor panel)

Application User Roles
Administrator (Admin Panel)
Customer (Standard application User)
Supervisor (Has access to Supervisor panel)
DemoUser (Demo account)

Notification
Note: Notifications are sent only to device administrators

Disconnected Device - Active device which measurement is not received longer then time of 2 x sampling (Exception: if 2 x sampling is shorter
then 5 minutes then 5 minutes).

Threshold Alert - Active device which measurement is out of defined limit < Min or > Max threshold.

Subscription End - End of Premium subscription for device.

Max delay after event
happend (first
message)

End of Subscription Period Disconnected Device Threshold Alert

SMS 2 minutes - Repeat after 1
hours per device

Repeat after next reading not
more frequently then 1 hours
per device

Email 10 minutes
Send once 10 days before
end of subscription per
device

Repeat after 2 hours
per device

Repeat after next reading not
more frequently then 2 hours
per device

Push
Notification 2 minutes - Repeat after 5

minutes per device

Repeat after next reading not
more frequently then 5 minutes
per device
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